APR Decking Products
200 x 23 Double Groove

200 x 23 DG, APR Brown, Brushed Finish 200 x 23 DG, APR Graphite, Standard Finish

Features PRODUCT CODE: DG200.23
APR’s range of composite decking products provide the perfect long term, WIDTH: 200 mm
eco-friendly solution for a wide variety of applications. They are designed and HEIGHT: 23 mm
manufactured in Australia utilising recycled and reclaimed materials and will WEIGHT: 4.9 kg/m

not rot, rust, splinter or leach chemicals into the environment. They are also

termite resistant, have a superior lifespan and are virtually maintenance free. APR DECKING COLOURS
Primary Application - -

APR's 200 x 23 DG decking profile is ideal for residential environments where GRAPHITE BROWN*  LIGHT GREY*
the typical usage is for pedestrian, mobility scooter and wheelchair access. MATERIAL

The recommended span width for this profile is 350mm, but please note, Extruded wood plastic composite

a specific structural design is required for each individual project prior to (HDPE plastic & untreated wood flour)
ordering materials. For fixing locations, please see over. LENGTH

Available in standard 3000mm length,
or cut to custom length - up to
200 6000mm, or longer if required.

8.28 > FINISHING OPTIONS
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APPLICATION RATING
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< Public Access (non-trafficable)
i Light Vehicle Access

Heavy Vehicle Access

* Surcharge applies.
\ Please Note: Due to the use of recycled and
reclaimed materials, product colours and

shades can vary from time to time.
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Figure 1: 200 x 23 DG Front View (mm).
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Figure 2: 200 x 23 DG Fixing Locations (mm).
NOTES FINISH OPTIONS
Fixing: All holes should be pre- Standard Finish
drilled 2mm smaller than the
APR Graphite APR Brown* APR Light Grey*

fastener.

Joist Span: Please refer to
APR Technical Specifications
for detailed maximum joist
span information.

Colours: Product colours and -

shades can vary from time to |
time due to the use of recycled Brushed Finish*
and reclaimed materials.

* Surcharge applies.

PRODUCT FEATURES

M Australian made
Designed, engineered and
manufactured in Australia
to your specific needs.

M Eco-friendly
Manufactured utilising
recycled and reclaimed
materials.

¥ Non-toxic
Will not leach chemicals
into the environment.

¥ Termite resistant

M Superior lifespan
Will not rot, rust or splinter.

M Low maintenance
No painting, oiling, staining
or ongoing treatment costs.

M Easy to install
Can be cut, drilled, nailed
or screwed just like timber.
No special tools required.
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